
 
537 Constitution Ave., Suite I, Camarillo, Ca 93012 

Phone:(877) MILL-PWR / (805) 388-0039 Fax: (805) 388-8360  
 Email: Sales@MPS-POWER.COM 

 

 
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 

 
 
 

 

 
 

 
Output parameters 
 

Output    25vdc ** 
Load regulation  +/- 2%  
Ripple and noise 1% Pk to Pk 
Transient response  2% maximum deviation, return 1ms 
Inhibit   TTL active “low” 
 
** Consult factory for available output voltages 
 
 

ENVIRONMENTAL SPECIFICATIONS 
 
Temperature operating -20C to +50C 
Altitude operating 12,000ft 
Forced air 400LFM 
Temperature non-operating -55C to +85C 
 

 

MECHANICAL SPECIFICATIONS 
 

Connections 
 

Input / output connector - Hot-swappable 47 pin 
Positronic Connector, P/N PC147M400A1 

 
Mechanical  
 

Dimensions (PCB):        6.8”L x 5.1”W x .8”H 
(150mm H x 160mm L x 20mm W) 

 
Weight:  2.5 lbs  

 

Front panel pined  
 
NOTE:  Specifications subject to change without notice. 02/08/15 

 

 

 
Model SCTAC-150W-3U-4HP-25V-1E 

 
P/N 6025000124-00 
 

Low profile, cPCI 150 Watt Power 
Ruggedized air cooled, single output parallel / 
redundant, 3U x 20mm power supply. Call for more 
information. 

 
 

SPECIAL FEATURES 
 

 Active Power Factor Corrected 

 Full range AC input 

 60Hz or 400Hz operation 

 Designed for MIL-STD-704 or 1399 applications  

 Designed to be paralleled with current share 

 Hot swappable  

 Size 3U x 4HP x 160mm 

 Power Good signals 

 Power OK and fault LEDs 

 No minimum load 

 Short-circuit protection 

 Overload protection  

 
 

ELECTRICAL SPECIFICATIONS 
 

Input parameters 
 

Input range  90-264 VAC 
Frequency  47-440 Hz 
Input range  140-350 VDC 
EMI filter  MIL-STD-461 or  EN55022 Class A  
Inrush current  < 30A @ 230VAC 
Isolation  4242 VDC (input to output) 
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