
 
425 Constitution Ave., Unit G, Camarillo, Ca 93012 

Phone:(877) 645-5797 / (805) 388-0039 Fax: (805) 388-8360  
 Email: Sales@MPS-POWER.COM 

 

 
 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 

 

 
 
Output parameters 
 

Output 1  12vdc 
Output 2  5vdc 
Line regulation  +/- 0.5% 
Load regulation  +/- 1% on all outputs 
Ripple and noise 1% Pk to Pk 
Long term stability 0.01% after 20 min warm-up 
Hold-up time  20ms minimum 
Power good  TTL active “low” 

 
 

MECHANICAL SPECIFICATIONS 
 

Connections 
 

Input connector 
P1 - 3 pin Molex 09-65-2039 

 
DC output (one output): 
P2 – 6 pin Molex 09-65-2068 
 
DC output (two outputs); 
P2 – 8 pin Molex 09-65-2068 
 
AUX output: 
P3 – 3 pin Molex 22-04-1031 
For +- Sense and Power Good 
 

Mechanical dimensions 
 

Dimensions (PCB):        5.0”L x 2.95”W x 1.24”H 
Weight:  0.5 lbs  

 
 

 
 
NOTE:  Specifications subject to change without notice. 02/08/15 

 

 
 

Model MPPC-120-0001 
 

Low profile, 3” x 5” 120 Watt Power 
Air and convection cooled single and dual output 
options available. Call for options. 

 

 

SPECIAL FEATURES 
 

 Active Power Factor Corrected 

 Full range AC input 

 DC input 

 Designed for COTS applications  

 No daughter boards 

 Remote Sense 

 Power Good signals 

 Two DC outputs 

 No minimum load 

 Short-circuit protection 

 Overload protection  

 Multiple input and output configurations 

 Optional cooling configurations 

 UL, CUL, CB scheme, Demko 

 
 

ELECTRICAL SPECIFICATIONS 
 

Input parameters 
 

Input range  90-264 VAC 
Frequency  DC or 47-480 Hz 
Input range  140-350 VDC 
EMI filter  EN55022 Class B, FCC part 15 
Inrush current  < 30A @ 230VAC 
Isolation  4242 VDC (input to output) 
Efficiency  > 76%  
Active PFC  0.99% @ 60 hz 
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